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(57) ABSTRACT

Various apparatuses and methods are disclosed. The system
describes a pulse generator comprising a first stage config-
ured to be powered by a first voltage; and a second stage
configured to be powered by a second voltage different from
the first voltage, wherein the second stage is further config-
ured to generate a pulse in response to an input to the first
stage comprising a trigger and feedback from the second
stage.

23 Claims, 4 Drawing Sheets
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1
PULSE GENERATION IN DUAL SUPPLY
SYSTEMS

BACKGROUND

1. Field

The present disclosure relates generally to electronic cir-
cuits, and more particularly, to pulse generation in dual sup-
ply systems.

2. Background

With the ever increasing demand for more processing capa-
bility in mobile devices, low power consumption has become
a key design requirement. Various techniques are currently
employed to reduce power consumption in such devices. One
such technique involves reducing the operating voltage of
certain circuits operating on a chip. As a result, different
circuits on the chip operate at different voltages. Level
shifters are used to convert one voltage level to another volt-
age level. Level shifters allow a signal to pass from one
voltage domain to another voltage domain.

A common circuit used today in dual voltage systems is a
one-shot pulse generator. A pulse is generated in a first volt-
age domain by the one-shot and then level shifted to a second
voltage domain. The pulse is generated by gating a trigger
with a delayed version of the trigger. The pulse-width is
defined by the time between the trigger and the delayed trig-
ger. However, the delay circuit may not track well with pro-
cess, voltage and temperature (PVT) variations. The pulse
width can be very narrow under extreme PVT conditions.
This can cause a functional failure if the level-shifted pulse
fails to switch from rail-to-rail. The only way to recover is by
tuning the delay circuit. The can cost real estate and add
timing complexities

SUMMARY

One aspect of a pulse generator includes a first stage con-
figured to be powered by a first voltage, and a second stage
configured to be powered by a second voltage different from
the first voltage. The second stage is further configured to
generate a pulse in response to an input to the first stage
comprising a trigger and feedback from the second stage.

One aspect of a method includes generating a pulse from a
pulse generator having a first stage powered by a first voltage
and a second stage powered by a second voltage different
from the first voltage. The method includes generating a pulse
in response to an input to the first stage comprising a trigger
and feedback from the second stage.

Another aspect of a pulse generator includes pulse gener-
ating means for generating a pulse and pre-pulse generating
means for generating a pre-pulse from an input comprising a
trigger and feedback from the pulse generating means. The
pulse generating means is configured to generate the pulse
from the pre-pulse. The pre-pulse generating means is con-
figured to be powered by a first voltage, and the pulse gener-
ating means is configured to be powered by a second voltage
different from the first voltage.

It is understood that other aspects of apparatuses and meth-
ods will become readily apparent to those skilled in the art
from the following detailed description, wherein various
aspects of apparatuses and methods are shown and described
by way of illustration. As will be realized, these aspects may
be implemented in other and different forms and its several
details are capable of modification in various other respects.
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2

Accordingly, the drawings and detailed description are to be
regarded as illustrative in nature and not as restrictive.

BRIEF DESCRIPTION OF THE DRAWINGS

Various aspects of apparatuses and methods will now be
presented in the detailed description by way of example, and
not by way of limitation, with reference to the accompanying
drawings, wherein:

FIG. 1 is a functional block diagram illustrating an
example of a pulse generator with feedback.

FIG. 2 is a schematic representation illustrating an example
of a pulse generator with feedback.

FIG. 3 is a timing diagram illustrating an example of the
operation of a pulse generator with feedback.

FIG. 4 is a schematic representation illustrating another
example of a pulse generator with feedback.

DETAILED DESCRIPTION

Various aspects of the disclosure will be described more
fully hereinafter with reference to the accompanying draw-
ings. This disclosure may, however, be embodied in many
different forms by those skilled in the art and should not be
construed as limited to any specific structure or function
presented herein. Rather, these aspects are provided so that
this disclosure will be thorough and complete, and will fully
convey the scope of the disclosure to those skilled in the art.
Based on the teachings herein, one skilled in the art should
appreciate that the scope of the disclosure is intended to cover
any aspect of this disclosure, whether implemented indepen-
dently of or combined with any other aspect of the disclosure.
For example, an apparatus may be implemented or a method
may be practiced using any number of the aspects set forth
herein. In addition, the scope of the disclosure is intended to
cover such an apparatus or method which is practiced using
other structure and/or functionality in addition to or instead of
other aspects of this disclosure. It should be understood that
any aspect of the disclosure disclosed herein may be embod-
ied by one or more elements of a claim.

Although particular aspects will be described herein, many
variations and permutations of these aspects fall within the
scope of the disclosure. Although some benefits and advan-
tages of the preferred aspects are mentioned, the scope of the
disclosure is not intended to be limited to particular benefits,
uses, or objectives. Rather, aspects of the disclosure are
intended to be broadly applicable to different circuits, tech-
nologies, systems, networks, and methods, some of which are
illustrated by way of example in the drawings and in the
following description. The detailed description and drawings
are merely illustrative of the disclosure rather than limiting,
the scope of the disclosure being defined by the appended
claims and equivalents thereof.

The various circuits described throughout this disclosure
may be implemented in various forms of hardware. By way of
example, any of these circuits, either alone or in combination,
may be implemented as an integrated circuit, part of an inte-
grated circuit, discrete hardware components, or any other
suitable implementation designed to perform the functions
described herein. The integrated circuit may be an end prod-
uct, such as a microprocessor, a digital signal processor
(DSP), an application specific integrated circuit (ASIC), pro-
grammable logic, memory, or any other suitable integrated
circuit. Alternatively, the integrated circuit may be integrated
with other chips, discrete circuit elements, and/or other com-
ponents as part of either an intermediate product, such as a
motherboard, or an end product. The end product can be any



US 9,154,117 B2

3

suitable product that includes integrated circuits, including by
way of example, a cellular phone, a personal digital assistant
(PDA), a laptop computer, a desktop computer (PC), a com-
puter peripheral device, a multimedia device, a video device,
an audio device, a global positioning system (GPS), a wire-
less sensor, or any other suitable device.

FIG. 1 is a functional block diagram illustrating an
example of a pulse generator with feedback. The pulse gen-
erator 100 is shown with two stages. The first stage may be a
latch 104 and the second stage may be a level shifter 108. The
latch 104 may be powered by a first voltage source V,,; and
the level shifter 108 may be powered by a second voltage
source V. The first voltage source V,,, may be greater
than the second voltage source V ,,,, or alternatively, second
voltage source V,, may be greater than the first voltage
source V. In at least one embodiment, the pulse generator
100 may be configured to operate with voltage scaling for
dynamic power reduction, wherein the first and second volt-
age sources V5, and V,,, may scale independently of each
other according to the workload requirements of the system.
By way of example, the first voltage source V,,,; may scale
below the second voltage source V5, if the system powered
by the first voltage source V,,; has lower activity and needs
to go into a low power state, and vice versa.

The input to the latch 104 includes an external trigger 102
and feedback 112 from the level shifter 108. In at least one
embodiment, the external trigger 102 may be a clock or other
periodic signal. As will be described in greater detail later, the
latch 104 generates a pre-pulse 106 in the V,,, domain in
response to the input. The level shifter 108 generates a pulse
110 in the V,,, domain in response to the pre-pulse 106.

FIG. 2 is a schematic representation illustrating an example
of'a pulse generator with feedback. The operation of the pulse
generator will be described in connection with two logic
states represented by two voltage bands: one near the supply
voltage and one near the supply voltage return, typically
ground. The term “high” may be used to reference the band
near the supply voltage. By way of example, the term “high”
used to describe the operation of a circuit in the V,,; domain
means that the voltage is in a band near the supply voltage
V pp1- The same applies forthe V , ,, domain. The term “low™
may be used to reference the band near the supply voltage
return or ground.

Returning to FIG. 2, the pulse generator 100 is shown with
a latch 104 and a level shifter 108. As described earlier, the
latch 104 provides a means for generating a pre-pulse 106
from an input comprising an external trigger 102 and feed-
back 112 from the level shifter 108, and the level shifter 108
provides a means for generating a pulse 110 from the pre-
pulse 106.

In at least one embodiment, the latch 104 is configured as
an SR latch with a gated output. In this embodiment, the SR
latch 202 is constructed from a pair of cross-coupled NOR
gates 204, 206. Specifically, the output of the NOR gate 204
is coupled to a first input of the NOR gate 206 and the output
of'the NOR gate 206 is coupled to a first input of the NOR gate
204. An external trigger is coupled to a second input of the
NOR gate 206 and feedback from the level shifter 108 is
coupled to a second input of the NOR gate 204. The output
from the NOR gate 204 is the Q output of the SR latch 202 and
the output from the NOR gate 206 is the complimentary Q*
output of the SR latch 202. In operation, the external trigger
102 is used to set the SR latch 202 (i.e., force the Q output
high) and the feedback 112 from the level shifter 108 is used
to reset the SR latch 202 (i.e., force the Q output low). In at
least one embodiment, the sizing of the NOR gate 204 may be
skewed for strong NMOS and weak PMOS transistors so that
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the NOR gate 204 acts as another level shifter between the
feedback 112 in the V,,, domain and the Q output of the
NOR gate 204 in the V,,, domain.

With both the external trigger 102 and the feedback 112
from the level shifter 108 low, the cross-coupling between the
two NOR gates 204, 206 maintains the state of the SR latch
202. The SR latch 202 is set by driving the external trigger 102
high with the feedback 112 from the level shifter 108 low. The
SR latch 202 remains set when the external trigger returns to
low. Similarly, the SR latch 202 is reset by driving the feed-
back 112 from the level shifter 108 high with the external
trigger 102 low. The SR latch 202 remains reset when the
feedback 112 from the level shifter 108 returns to low.

In the embodiment shown, the complimentary output Q*
from the SR latch 202 is gated with external trigger 102.
Specifically, the Q* output from the SR latch 202 is coupled
to a first input of a NOR gate 208 and the external trigger 102
is coupled to a second input of the NOR gate 208. The output
of'the NOR gate 208 is the pre-pulse 106 A that is provided to
the level shifter 108. The pre-pulse 106 is also provided to an
inverter 210. The inverter 210 provides an inverted pre-pulse
106B to the level shifter 108. As will be explained in greater
detail later, the level shifter 108 generates a pulse 110 in a
different voltage domain from the pre-pulse 106A and the
inverted pre-pulse 106B.

In operation, the rising edge of the external trigger 102 is
used to set the SR latch 202. The Q* output from the SR latch
202 is forced low when the SR latch 202 is set. With the Q*
output from the SR latch 202 low, the NOR gate 208 is
enabled. Specifically, the NOR gate 208 acts as an inverter for
the external trigger 102 when the Q* output from the SR latch
202 is low, thereby setting the pre-pulse 106 high with the
falling edge of the external trigger 102. The level shifter 108
generates a pulse 110 in the V,,, domain from the pre-pulse
106A (and the inverted pre-pulse 106B) generated in the
V pp1 domain. The transition of the leading edge of the pulse
110 forces the feedback 112 provided to the SR latch 104
high. The feedback resets the SR latch 202 and forces the Q*
output high. The Q* output, in turn, disables the NOR gate
208, which forces the pre-pulse 106 low regardless ofthe state
of the external trigger 102.

The level shifter 108 may take on various forms depending
upon the particular application and design requirements. In at
least one embodiment, the level shifter 108 may be imple-
mented as a CMOS level shifter. The CMOS level shifter
includes a pair of NMOS transistors 212, 214 with their
sources coupled to ground, a pair of PMOS transistors 220,
222 with their sources coupled to V5, and a pair of cross-
coupled PMOS transistors 216, 218. The PMOS transistor
216 has a source coupled to the drain of the PMOS transistor
220 and a drain coupled at a node N1 to the drain of the
NMOS transistor 212. The pulse 110 generated by the level
shifter 108 is output from the node N1 and provides a voltage
swing between V,,,, and ground. The PMOS transistor 218
has a source coupled to the drain of the PMOS transistor 222
and a drain coupled at a node N2 to the drain of the NMOS
transistor 214. The gate of the PMOS transistor 216 is coupled
to the node N2 and the gate of the PMOS transistor 218 is
coupled to the node N1.

The level shifter is operated in the V,,, domain and does
not have access to the V,,; domain other than the pre-pulse
be converted. The pre-pulse 106 A is coupled to the NMOS
transistor 212 and the inverted pre-pulse 106B is coupled to
the NMOS transistor 214.

When the pulse generator 100 is inactive, the pre-pulse
106 A is low and the inverted pre-pulse 106B is high. In this
state, the pre-pulse 106A turns on the PMOS transistor 216



US 9,154,117 B2

5

and turns off the NMOS transistor 212. The inverted pre-pulse
106B turns off the PMOS transistor 222 and turns on the
NMOS transistor 214. The node N2 is pulled down to ground
through the NMOS transistor 214, which turns on the PMOS
transistor 216. The pulse 110 output from the level shifter 108
atnode N1 is pulled up to V , , through the PMOS transistors
216,220, which turns oft the PMOS transistor 218. The pulse
110 is also provided to an inverter 224 in the level shifter 108.
The inverter 224 is used to provide the inverted pulse as
feedback 112 to the latch 104.

As discussed earlier in connection with the latch 104, the
pre-pulse 106A is forced high with the falling edge of the
external trigger 102. With the pre-pulse 106A high, the
PMOS transistor 220 is turned off and the NMOS transistor
212 is turned on. The inverted pre-pulse 106B turns on the
PMOS transistor 222 and turns off the NMOS transistor 214.
The pulse 110 output from the level shifter 108 at the node N1
is pulled down to ground through the NMOS transistor 212,
which turns on the PMOS transistor 218. The node N2 is then
pulled up to Vp,, through the PMOS transistors 218, 222,
which turns off the PMOS transistor 216. The inverted pulse,
which is high, is provided by the inverter 224 to the latch 104
as feedback 112 to reset the SR latch 202 and force the
pre-pulse 106A low. This ensures that the pre-pulse 106
remains high until after the pulse 110 generated by the level
shifter 108 has fully transitioned from V,, to ground.

Once the pre-pulse 106A is forced low by the feedback
112, the level shifter is forced back into its inactive state with
the PMOS transistor 220 turned on and the NMOS transistor
212 turned off by the pre-pulse 106A, and the PMOS transis-
tor 222 turned off and the NMOS transistor 214 turned on by
the inverted pre-pulse 106B. The node N2 is pulled down to
ground through the NMOS transistor 214, which turns on the
PMOS transistor 216. The pulse 110 output from the level
shifter 108 at node N1 is pulled back up to V,, through the
PMOS transistors 216, 220, which turns off the PMOS tran-
sistor 218. The inverted pulse is forced low and provided to
the latch as feedback 112.

The inverter 224 provides both a means for inverting the
pulse 110 to provide feedback to the latch 104 and a means for
delaying the feedback. Additional delay elements (not
shown) may be added in the feedback path to increase the
delay, and thereby increase the width of the pulse 110. The
delay elements may be a series of inverters or other devices.

FIG. 3 is a timing diagram illustrating an example of the
operation of a pulse generator. The pre-pulse 106A is gener-
ated by the latch 104 in response to the falling edge of the
external trigger 102. The pre-pulse 106A is output from the
latch 104 to the level shifter 108 to generate the pulse 110. In
this example, the pulse 110 is triggered by the rising edge of
the pre-pulse 106 A. The inverted pulse is provided to the latch
as feedback 112. Specifically, once the pulse 110 fully tran-
sitions from V., to ground, the feedback signal 112 is
forced high. As described earlier, the feedback to the latch
104 may be delayed by a series of delay elements in the
feedback path to increase the width of the pulse 110. The
feedback is used to reset the SR latch by forcing the Q output
low, which in turn forces the complementary Q* output from
the SR latch high. The rising edge of the Q* output forces the
pre-pulse 106A back to a low state, which in turn forces the
pulse 110 back to a high state. The feedback signal 112 is
forced low with the rising edge of the pulse 110. The SR latch
is then set with the next rising edge of external trigger 102,
which forces the Q output high and the Q* output low.

The SR latch may be used when the pulse is passed from a
high voltage domain to alow voltage domain. However, when
the pulse is being passed from a low voltage domain to a high
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voltage domain, the SR latch may be omitted. FIG. 4 is a
schematic representation illustrating an example a pulse gen-
erator having this embodiment. The pulse generator 100 is
shown with two stages. The first stage may be a NOR gate 208
and inverter 210 and the second stage may be a level shifter
108. The level shifter 108 may be the same as described
earlier and is reproduced here in FIG. 4. Alternatively, the
level shifter 108 may take on another form. In any event, the
pulse 110 is inverted by the inverter 224 and provided directly
to the first input of the NOR gate 208 as feedback 112. The
external trigger 102 is provided to the second input of the
NOR gate 208. The output from the NOR gate 208 is coupled
to the level shifter 108 as the pre-pulse 106 A. The output is
also provided to the inverter 210 which is used to provide an
inverted pre-pulse 1068 to the level shifter 108.

When the pulse generator 100 is inactive, the pulse 110
output from the level shifter 108 is high and the feedback 112
provided to the NOR gate 208 is low. The low feedback signal
112 enables the NOR gate 208 to act as an inverter for the
external trigger 102. When the external trigger 102 transitions
from a high state to a low state, the pre-pulse 106 A output
from the NOR gate 208 is forced high and the inverted pre-
pulse 106B is forced low. As explained in greater detail ear-
lier, this forces the pulse 110 at the output of the level shifter
to transition from V,, to ground. Once the pulse 110 tran-
sitions, the feedback provided to the NOR gate 208 is forced
high. The high feedback signal disables the NOR gate 208
forcing the pre-pulse 106 output low regardless of the state of
the external trigger 102. When the pre-pulse 106 transitions
low, the pulse 110 output from the level shifter 108 is forced
back into the high state.

The various aspects of this disclosure are provided to
enable one of ordinary skill in the art to practice the present
invention. Various modifications to exemplary embodiments
presented throughout this disclosure will be readily apparent
to those skilled in the art, and the concepts disclosed herein
may be extended to other magnetic storage devices. Thus, the
claims are not intended to be limited to the various aspects of
this disclosure, but are to be accorded the full scope consistent
with the language of the claims. All structural and functional
equivalents to the various components of the exemplary
embodiments described throughout this disclosure that are
known or later come to be known to those of ordinary skill in
the art are expressly incorporated herein by reference and are
intended to be encompassed by the claims. Moreover, nothing
disclosed herein is intended to be dedicated to the public
regardless of whether such disclosure is explicitly recited in
the claims. No claim element is to be construed under the
provisions of 35 U.S.C. §112(f), unless the element is
expressly recited using the phrase “means for” or, in the case
of' a method claim, the element is recited using the phrase
“step for.”

What is claimed is:

1. A pulse generator, comprising:

a first stage configured to be powered by a first voltage; and

a second stage configured to be powered by a second volt-

age different from the first voltage, wherein the second
stage is further configured to generate a pulse in
response to an input to the first stage comprising a trigger
and feedback from the second stage, wherein the pulse
transitions from a first state to a second state in response
to an edge of the trigger and then transitions from the
second state to the first state in response to the same edge
of the trigger before a subsequent edge of the trigger
occurs.

2. The pulse generator of claim 1 wherein the second stage
comprises an inverter configured to invert the pulse generated
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by the second stage, and wherein the feedback from the
second stage to the input of the first stage comprises the
inverted pulse.

3. The pulse generator of claim 1 wherein the second stage
comprises a delay element configured to delay the feedback
from the second stage to the first stage, wherein the width of
the pulse generated by the second stage is a function of the
delay.

4. The pulse generator of claim 1 wherein the first stage is
further configured to generate a pre-pulse output from the
trigger and the feedback, and wherein the second stage com-
prises a level shifter configured to level shift the pre-pulse to
generate the pulse.

5. The pulse generator of claim 4 wherein the pre-pulse
generated by the first stage comprises a leading edge respon-
sive to the trigger and a trailing edge responsive to the feed-
back from the second stage.

6. The pulse generator of claim 4 wherein the first stage
comprises a NOR gate configured to gate the trigger and the
feedback to generate the pre-pulse.

7. The pulse generator of claim 1, wherein the pulse has a
magnitude substantially equal to the second voltage, and
wherein the first stage is configured to generate a pre-pulse as
an input to the second stage, and the pre-pulse has a magni-
tude substantially equal to the first voltage.

8. The pulse generator of claim 1, wherein the first stage
comprises a latch configured to be set by the trigger and reset
by the feedback.

9. A method of generating a pulse from a pulse generator
comprising:

afirst stage configured to be powered by a first voltage and

a second stage configured to be powered by a second

voltage different from the first voltage, the method com-

prising:

generating a pulse in response to an input to the first
stage comprising a trigger and feedback from the
second stage, wherein the pulse transitions from a first
state to a second state in response to an edge of the
trigger and then transitions from the second state to
the first state in response to the same edge of the
trigger before a subsequent edge of the trigger occurs.

10. The method of claim 9 wherein the generating of the
pulse comprises inverting the pulse generated by the second
stage, wherein the feedback from the second stage to the input
of the first stage comprises the inverted pulse.

11. The method of claim 9 wherein the generating of the
pulse comprises delaying the feedback from the second stage
to the first stage, wherein the width of the pulse generated by
the second stage is a function of the delay.

12. The method of claim 9 wherein the generating of the
pulse comprises generating a pre-pulse from the trigger and
the feedback, and level shifting the pre-pulse to generate the
pulse.

13. The method of claim 12 wherein the pre-pulse gener-
ated by the first stage comprises a leading edge responsive to
the trigger and a trailing edge responsive to the feedback from
the second circuit.

14. The method of claim 12 wherein the generating of the
pulse comprises gating the trigger and the feedback with a
NOR gate to generate the pre-pulse.

15. A pulse generator, comprising:

pulse generating means for generating a pulse;

pre-pulse generating means for generating a pre-pulse

from an input comprising a trigger and feedback from
the pulse generating means;

wherein the pulse generating means is configured to gen-

erate the pulse from the pre-pulse, and wherein the pulse

5

10

15

20

25

35

40

45

50

55

60

65

8

transitions from a first state to a second state in response
to an edge of the trigger and then transitions from the
second state to the first state in response to the same edge
of the trigger before a subsequent edge of the trigger
occurs; and

wherein the pre-pulse generating means is configured to be

powered by a first voltage, and the pulse generating
means is configured to be powered by a second voltage
different from the first voltage.

16. The pulse generator of claim 15 wherein the pulse
generating means comprises means for inverting the pulse,
and wherein the feedback from the pulse generating means to
the input of the pre-pulse generating means comprises the
inverted pulse.

17. The pulse generator of claim 16 wherein the pulse
generating means comprises means for delaying the feedback
from the pulse generating means to the pre-pulse generating
means, wherein the width of the pulse generated by the pulse
generating means is a function of the delay.

18. The pulse generator of claim 15 wherein the pulse
generating means comprises a level shifter configured to level
shift the pre-pulse to generate the pulse.

19. The pulse generator of claim 15 wherein the pre-pulse
generated by the pre-pulse generating means comprises a
leading edge responsive to the trigger and a trailing edge
responsive to the feedback from the pulse generating means.

20. The pulse generator of claim 15 wherein the pre-pulse
generating means comprises a NOR gate configured to gate
the trigger and the feedback to generate the pre -pulse.

21. A pulse generator, comprising:

a first stage configured to be powered by a first voltage; and

a second stage configured to be powered by a second volt-

age different from the first voltage, wherein the second
stage is further configured to generate a pulse in
response to an input to the first stage comprising a trigger
and feedback from the second stage, wherein the pulse
transitions from a first state to a second state and transi-
tions from the second state to the first state in response to
an edge of the trigger,

wherein the first stage is further configured to generate a

pre-pulse output from the trigger and the feedback,
wherein the second stage comprises a level shifter config-
ured to level shift the pre-pulse to generate the pulse, and
wherein the first stage comprises an SR latch configured to
be set by the trigger and reset by the feedback, and a
NOR gate configured to gate an output from the SR latch
and the trigger to generate the pre-pulse.

22. A method of generating a pulse from a pulse generator
comprising:

a first stage configured to be powered by a first voltage and

a second stage configured to be powered by a second
voltage different from the first voltage, the method com-
prising:

generating a pulse in response to an input to the first stage

comprising a trigger and feedback from the second
stage, wherein the pulse transitions from a first state to a
second state and transitions from the second state to the
first state in response to an edge of the trigger,

wherein the generating of the pulse comprises generating a

pre-pulse from the trigger and the feedback, and level
shifting the pre-pulse to generate the pulse, and
wherein the generating of the pre-pulse comprises setting
an SR latch by the trigger, resetting the SR latch by the
feedback, and gating an output from the SR latch and the
trigger with a NOR gate to generate the pre-pulse.
23. A pulse generator, comprising:
pulse generating means for generating a pulse;
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pre-pulse generating means for generating a pre-pulse
from an input comprising a trigger and feedback from
the pulse generating means;

wherein the pulse generating means is configured to gen-
erate the pulse from the pre-pulse, and wherein the pulse 5
transitions from a first state to a second state and transi-
tions from the second state to the first state in response to
an edge of the trigger; and

wherein the pre-pulse generating means is configured to be
powered by a first voltage, and the pulse generating 10
means is configured to be powered by a second voltage
different from the first voltage, and

wherein the pre-pulse generating means comprises an SR
latch configured to be set by the trigger and reset by the
feedback, and a NOR gate configured to gate an output 15
from the SR latch and the trigger to generate the pre-
pulse.



